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ORDERING CODE

QS-EAG

AREA LIGHT

CONSTRUCTION
  Rugged one-piece, die-cast aluminum housing secures the thermally 

conductive LED panel and electrical chamber
  Low profile, 3G vibration rated compact design minimizes wind load 

requirements.
  Housing completely sealed against moisture and environmental 

contaminants.

INSTALLATION
  Suitable for mounting heights ranging from 26-50’ in area lighting 

applications
  Round pole, Square pole, slipfitter and wall mount are available
  Simple design enables easy single person installation

OPTICS
  Available in IES Type III, IV distributions
  Light engines are available in standard 3000K, 4000 K and 5000 K       

configurations.
  Scalable Lumen Packages from 5,600 to 41,000 Lumens replaces up to 

1000W Metal Halide.
  Optics are precisely designed to shape the distribution, maximizing 

efficiency and application spacing.
  For the ultimate level of spill light control, an optional house-side shield 

accessory can be field or factory installed.
  Optics conform to dark sky requirements

L80
100.000h

QS-EAG Quickship Series

Output

LED CCT

Shielding

Finish²

Control

Distribution

345 3/4/5000K (140S Only)
40 4000K
50 5000K

HSS House Side Sheild
0 None

DB Dark Bronze
BL Black
GR Gray
WH White

NP Blank/No Sensor
MS Microwave Sensor
PE Photocell

T3 Type III
T4 Type IV 
T5 Type V 

QS-EAG Quickship EAG

Mounting

AR Arm Mount
SL Slipfitter
WM Wall Mount

Max Order Size 100pcs

SPECIFICATION
Volts: 120-277VAC

Dimming: 0-10V

Average Rated Life: 100,000hrs

Ambient temp: -40°F to 113°F

PF: >90%

THD: <20%

QS-EAG

Application: Auto dealerships, parking lots, walkways, roadways, 
campuses, facade lighting, grocery stores, and other public areas

40 40W/5600Lm
70 70W/9600Lm
100 100W/13800Lm
140S 140/120/90/60W
 20000/18000/14000/9700Lm
150 150W/21000Lm
200 200W/26000Lm
250 250W/33750Lm
300 300W/41000Lm

¹Specification subject to stock availability 
²Gray/white finish with additional leadtime

5



100 Duffy Ave, Hicksville NY 11801 . Phone: 917.563.7078 . www.sunledind.com
© 2024 Sunled Industries LLC. All Rights Reserved

DIMENSIONS

QS-EAG

400.91mm(15.787in.)
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4-Ø10.2mm(Ø0.4in.)

50.8mm(2in.)
25.5mm(1in.)

Net  Weight
18.559lb

Net  Weight
17.992lb

Net  Weight
16.001lb

Net  Weight
15.40lb

Net  Weight
16.526lb

Net  Weight
15.825lb

Net  Weight
250W:26.963lb
300W:26.963lb

Net  Weight
250W:24.097lb
300W:24.097lb

Net  Weight
250W:24.515lb
300W:24.515lb
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Net Weight
40W: 7.903lb
70W: 8.234lb

Net Weight
40W: 8.598lb
70W: 8.928lb

Net Weight
40W: 10.299lb
70W: 10.631lb
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100/150/200W
Slipfitter Mount

40/70W
Slipfitter Mount

40/70W
Pole Mount

40/70W
Wall Mount

100/150/200W
Pole Mount

100/150/200W
Wall Mount

140S
Slipfitter Mount

140S
Pole Mount

140S
Wall Mount

250/300W
Slipfitter Mount

250/300W
Pole Mount

250/300W
Wall Mount

MOUNTING

AR
Arm 
Mount

SL
Slipfitter

WM
Wall Mount
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QS-EAG
EPA

Item

1

0.4418100W/150W/200W

4 @90°3 @120°3 @90°2@180°2 @120°2 @90°

1.05481.01351.05480.88360.88130.7145

0.5614250W/300W 1.2941.25031.2941.12281.1050.8471

0.341340W/70W 0.94421.04990.94420.68260.79830.5929

0.3632140S 1.04811.20781.04810.72640.88610.6849

DRILLING TEMPLATE
Round pole
5” 0.D.

Connecting
piece Luminaire

Luminaire

Square pole
9/16” DIA.HOLE

1-1/4” 
(32mm)

1” 
(25mm)

1-1/4” 
(32mm)

3-7/16” 
(88mm)

9/16” HOLE

ORDERING CODE

QS-EAG

AREA LIGHT


